
Technical Product Sheet

BV18-24E-BSP
Flexible expansion joint with rubber bellow, BSP female threaded unions

Face to Face Standard: Factory standard

Item Number

183133B0020

183133B0025

183133B0032

183133B0040

183133B0050

183133B0065

183133B0080

Belven Ref.

BV18-24E-BSP - 3/4"

BV18-24E-BSP - 1"

BV18-24E-BSP - 1 1/4"

BV18-24E-BSP - 1 1/2"

BV18-24E-BSP - 2"

BV18-24E-BSP - 2 1/2"

BV18-24E-BSP - 3"

DN/Size

DN020 (3/4")

DN025 (1")

DN032 (1 1/4")

DN040 (1 1/2")

DN050 (2")

DN065 (2 1/2")

DN080 (3")

L

200

200

200

200

200

240

240

I - Ax. Elong.

5

5

5

5

5

8

8

II - Ax. Compr.

22

22

22

22

22

24

24

III - Lat.Defl.

22

22

22

22

22

24

24

IV - Ang. Defl.

30

30

30

30

20

15

15

Press.Cl.

PN16

PN16

PN16

PN16

PN16

PN16

PN16

Weight(kg)

0.70

1.20

1.40

1.50

2.80

4.20

5.50

Item 1

Galvanized cast iron GG25

Galvanized cast iron GG25

Item 2

EPDM

EPDM

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice.
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